
Grundfos EF Range
Submersible Wastewater Pumps

Applications
• Drainage and surface water
• Wastewater with fibers
• Wastewater without discharge
• Effluent without discharge

Designed for versatility and durability, the Grundfos EF range of 
submersible wastewater pumps are compact and portable, making 
them ideal for both temporary and permanent installations, 
and are made of wear-resistant cast iron and stainless steel to 
withstand the most demanding situations. They are suitable 
for pumping drainage and surface water with small impurities, 

wastewater with fibers, wastewater without discharge, and 
effluent from commercial buildings without discharge in both 
domestic and industrial applications. 

The EF pumps are fitted with an integrated three-leg stand that 
keeps the suction inlet clear of the pit bottom, and are capable of
handling solids of up to 30 mm in size.

Key Features and Benefits

•	 Moisture-proof stainless steel plug prevents moisture from 
entering the motor via cable core

•	 Single cord for both power and control cable allows for quick change

•	 Compact motor construction reduces vibrations protecting shaft 
seals and bearings

•	 Primary and secondary seals are combined into a single cartridge 
to reduce maintenance time, increase reliability and protect the 
motor

•	 Motors are based on IE3 components, improving motor efficiency 
and prolonging pump life

•	 Standard sensors include integrated moisture and motor 
temperature switches

•	 Easy-to-open belly band allows easy access for pump maintenance

•	 Heavy-duty cast iron  semi-open  impeller with a single-vane for 
1.2” (30 mm) free passage

•	 Threaded 2" NPT horizontal discharge

•	 Heavy duty motor with a maximum of 30 starts per hour, with no 
minimum run time

•	 Powder coated smooth outer surfaces prevent build-up on the pump



Technical Data

Performance Data EF 60Hz

Visit grundfos.us/pei to learn more about Department of Energy (DOE) pump energy index (PEI) requirements and PEI ratings on specific Grundfos models.

EF Range

Flow, Q: max. 195 gpm

Head, H: max. 75 ft

Liquid Temperature: 140°F for max. of 3 minutes

Particle Size: up to 1.2"

EF Range
60 Hz

Grundfos Americas
Brookshire, TX 77423 grundfos.us | grundfos.ca | grundfos.mx
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